
-2,80

±0,00

+2,80

+5,60

-124

-124

Q=1937 W

22K/600

1200 mm

20 °C

-125

-125

Q=476 W

22K/600

400 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

1937 W

RTD-N_ps

5,50

Dn15

22 x 1,0

2413 W

RTD-N_ps

1,00

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

476 W

052

052_a

Q=2231 W

22K/600

1400 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

2231 W

RTD-N_ps

5,50

Dn15

117

117

Q=4282 W

22K/600

2600 mm

20 °C

121

121_a

Q=3011 W

22K/600

1800 mm

20 °C

RLV_p

3,00 obr.

Dn15

18 x 1,0

4282 W

RTD-N_ps

N

Dn15

22 x 1,0

7293 W

RTD-N_ps

N

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

3011 W

90

-123

-123

Q=2330 W

22K/600

1400 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

2330 W

RTD-N_ps

3,50

Dn15

-126

-126

Q=514 W

22K/600

400 mm

20 °C

RLV_p

1,50 obr.

Dn15

18 x 1,0

514 W

RTD-N_ps

1,50

Dn15

18 x 1,0

514 W

052

052_b

Q=2231 W

22K/600

1400 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

2231 W

RTD-N_ps

6,00

Dn15

121

121_b

Q=3011 W

22K/600

1800 mm

20 °C

18 x 1,0

3011 W

RTD-N_ps

N

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

3011 W

91

053

053_a

Q=2103 W

22K/600

1200 mm

20 °C

RTD-N_ps

N

Dn15

RLV_p

0,75 obr.

Dn15

18 x 1,0

2103 W

-117

-117_a

Q=3484 W

22K/600

2000 mm

20 °C

-117

-117_b

Q=3484 W

22K/600

2000 mm

20 °C

RLV_p

1,50 obr.

Dn15

18 x 1,0

3484 W

RTD-N_ps

N

Dn15

22 x 1,0

6968 W

RTD-N_ps

N

Dn15

RLV_p

1,50 obr.

Dn15

18 x 1,0

3484 W

122

122

Q=1984 W

22K/600

1200 mm

20 °C

123

123

Q=1930 W

22K/600

1200 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

1984 W

RTD-N_ps

5,50

Dn15

22 x 1,0

3914 W

RTD-N_ps

5,50

Dn15

RLV_p

0,50 obr.

Dn15

18 x 1,0

1930 W

92

053

053_b

Q=2103 W

22K/600

1200 mm

20 °C

RTD-N_ps

6,50

Dn15

RLV_p

0,75 obr.

Dn15

18 x 1,0

2103 W

-114

-114

Q=2530 W

22K/600

1600 mm

20 °C

18 x 1,0

2530 W

RTD-N_ps

N

Dn15

RLV_p

0,75 obr.

Dn15

18 x 1,0

2530 W

124

124

Q=2044 W

22K/600

1200 mm

20 °C

125

125

Q=1950 W

22K/600

1200 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

2044 W

RTD-N_ps

N

Dn15

22 x 1,0

3993 W

RTD-N_ps

7,00

Dn15

RLV_p

0,50 obr.

Dn15

18 x 1,0

1950 W

93

051

051_a

Q=2100 W

22K/600

1200 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

2100 W

RTD-N_ps

N

Dn15

-113

-113

Q=383 W

22K/600

400 mm

20 °C

-108

-108

Q=1404 W

22K/600

800 mm

20 °C

RLV_p

1,50 obr.

Dn15

18 x 1,0

383 W

RTD-N_ps

1,00

Dn15

22 x 1,0

1787 W

RTD-N_ps

5,50

Dn15

RLV_p

0,50 obr.

Dn15

18 x 1,0

1404 W

126

126

Q=1949 W

22K/600

1200 mm

20 °C

127

127

Q=2766 W

22K/600

1600 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

1949 W

RTD-N_ps

6,00

Dn15

22 x 1,0

4714 W

RTD-N_ps

N

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

2766 W

94

050

050_a

Q=2041 W

22K/600

1200 mm

20 °C

RTD-N_ps

6,50

Dn15

RLV_p

0,75 obr.

Dn15

18 x 1,0

2041 W

051

051_b

Q=2100 W

22K/600

1200 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

2100 W

RTD-N_ps

N

Dn15

-109

-109

Q=1460 W

22K/600

920 mm

20 °C

-110

-110

Q=585 W

22K/600

400 mm

24 °C

RLV_p

0,25 obr.

Dn15

18 x 1,0

1460 W

RTD-N_ps

4,50

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

585 W

RTD-N_ps

2,00

Dn15

18 x 1,0

585 W

18 x 1,0

1460 W

18 x 1,0

585 W

-107

-107

Q=2445 W

22K/600

1400 mm

20 °C

RLV_p

1,00 obr.

Dn15

18 x 1,0

2445 W

RTD-N_ps

N

Dn15

18 x 1,0

2445 W

128

128

Q=3289 W

22K/600

2000 mm

20 °C

18 x 1,0

3289 W

RTD-N_ps

N

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

3289 W

95

050

050_b

Q=2041 W

22K/600

1200 mm

20 °C

RTD-N_ps

6,00

Dn15

RLV_p

0,75 obr.

Dn15

18 x 1,0

2041 W

103

103_a

Q=2972 W

22K/600

1800 mm

20 °C

103

103_b

Q=2972 W

22K/600

1800 mm

20 °C

RLV_p

1,00 obr.

Dn15

18 x 1,0

2972 W

RTD-N_ps

N

Dn15

22 x 1,0

5944 W

RTD-N_ps

N

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

2972 W

97

48

48_b

Q=1981 W

22K/600

1200 mm

20 °C

RTD-N_ps

7,00

Dn15

RLV_p

0,50 obr.

Dn15

18 x 1,0

1981 W

48

48_a

Q=1981 W

22K/600

1200 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

1981 W

RTD-N_ps

7,00

Dn15

102

102

Q=1616 W

22K/600

920 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

1616 W

RTD-N_ps

7,00

Dn15

18 x 1,0

1616 W

96

049

049

Q=1177 W

22K/600

720 mm

20 °C

RLV_p

0,25 obr.

Dn15

18 x 1,0

1177 W

RTD-N_ps

5,50

Dn15

101

101_a

Q=3003 W

22K/600

1800 mm

20 °C

101

101_b

Q=3003 W

22K/600

1800 mm

20 °C

RLV_p

1,00 obr.

Dn15

18 x 1,0

3003 W

RTD-N_ps

N

Dn15

22 x 1,0

6006 W

RTD-N_ps

N

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

3003 W

80

65

65_b

Q=1560 W

22K/600

920 mm

20 °C

RTD-N_ps

5,50

Dn15

RLV_p

0,50 obr.

Dn15

18 x 1,0

1560 W

65

65_a

Q=1560 W

22K/600

920 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

1560 W

RTD-N_ps

5,50

Dn15

-131

-131

Q=4562 W

22K/600

2600 mm

20 °C

RLV_p

3,00 obr.

Dn15

18 x 1,0

4562 W

RTD-N_ps

N

Dn15

18 x 1,0

4562 W

104

1

Q=517 W

22K/600

400 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

517 W

RTD-N_ps

1,00

Dn15

18 x 1,0

517 W

81

65

65_c

Q=1560 W

22K/600

920 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

1560 W

RTD-N_ps

4,00

Dn15

-104

-104

Q=1568 W

22K/600

920 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

1568 W

RTD-N_ps

7,00

Dn15

18 x 1,0

1568 W

105

105

Q=1559 W

22K/600

920 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

1559 W

RTD-N_ps

7,00

Dn15

82

059

059

Q=949 W

22K/600

600 mm

20 °C

RLV_p

0,25 obr.

Dn15

18 x 1,0

949 W

RTD-N_ps

4,50

Dn15

18 x 1,0

1559 W

-105

-105

Q=1993 W

22K/600

1200 mm

20 °C

-115

-115_a

Q=2932 W

22K/600

1800 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

1993 W

RTD-N_ps

5,50

Dn15

22 x 1,0

4925 W

RTD-N_ps

6,50

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

2932 W

106

106_a

Q=1215 W

22K/600

720 mm

20 °C

108

108

Q=1854 W

22K/600

1200 mm

20 °C

RLV_p

0,25 obr.

Dn15

18 x 1,0

1215 W

RTD-N_ps

4,50

Dn15

22 x 1,0

3069 W

RTD-N_ps

4,50

Dn15

RLV_p

0,50 obr.

Dn15

18 x 1,0

1854 W

83

057

057_a

Q=1543 W

22K/600

920 mm

20 °C

RTD-N_ps

7,00

Dn15

RLV_p

0,25 obr.

Dn15

18 x 1,0

1543 W

058

058

Q=1234 W

22K/600

720 mm

20 °C

RLV_p

0,25 obr.

Dn15

18 x 1,0

1234 W

RTD-N_ps

5,00

Dn15

-115

-115_b

Q=2932 W

22K/600

1800 mm

20 °C

-115

-115_c

Q=2932 W

22K/600

1800 mm

20 °C

RLV_p

1,00 obr.

Dn15

18 x 1,0

2932 W

RTD-N_ps

7,00

Dn15

22 x 1,0

5864 W

RTD-N_ps

7,00

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

2932 W

109

109

Q=2027 W

22K/600

1200 mm

20 °C

111

111

Q=1447 W

22K/600

920 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

2027 W

RTD-N_ps

6,00

Dn15

22 x 1,0

3475 W

RTD-N_ps

5,50

Dn15

RLV_p

0,25 obr.

Dn15

18 x 1,0

1447 W

84

057

057_c

Q=1498 W

22K/600

920 mm

20 °C

RTD-N_ps

6,50

Dn15

RLV_p

0,25 obr.

Dn15

18 x 1,0

1498 W

057

057_b

Q=1498 W

22K/600

920 mm

20 °C

RLV_p

0,25 obr.

Dn15

18 x 1,0

1498 W

RTD-N_ps

6,50

Dn15

-115

-115_d

Q=2932 W

22K/600

1800 mm

20 °C

-122

-122_a

Q=2799 W

22K/600

1600 mm

20 °C

RLV_p

1,00 obr.

Dn15

18 x 1,0

2932 W

RTD-N_ps

7,00

Dn15

22 x 1,0

5731 W

RTD-N_ps

N

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

2799 W

113

113

Q=2035 W

22K/600

1200 mm

20 °C

114

114_a

Q=2073 W

22K/600

1200 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

2035 W

RTD-N_ps

6,00

Dn15

22 x 1,0

4108 W

RTD-N_ps

6,00

Dn15

RLV_p

0,75 obr.

Dn15

18 x 1,0

2073 W

85

060

060_b

Q=1520 W

22K/600

920 mm

20 °C

RTD-N_ps

6,50

Dn15

RLV_p

0,25 obr.

Dn15

18 x 1,0

1520 W

060

060_a

Q=1520 W

22K/600

920 mm

20 °C

RLV_p

0,25 obr.

Dn15

18 x 1,0

1520 W

RTD-N_ps

6,50

Dn15

-122

-122_b

Q=2799 W

22K/600

1600 mm

20 °C

RLV_p

1,00 obr.

Dn15

18 x 1,0

2799 W

RTD-N_ps

7,00

Dn15

18 x 1,0

2799 W

115

115_a

Q=2885 W

22K/600

1800 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

2885 W

RTD-N_ps

6,50

Dn15

18 x 1,0

2885 W

86a

054

054_b

Q=4170 W

22K/600

2400 mm

20 °C

RLV_p

3,00 obr.

Dn15

18 x 1,0

4170 W

RTD-N_ps

N

Dn15

-118

-118

Q=1835 W

22K/600

1200 mm

20 °C

-119

-119

Q=1968 W

22K/600

1200 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

1835 W

RTD-N_ps

4,50

Dn15

22 x 1,0

3803 W

RTD-N_ps

6,00

Dn15

RLV_p

0,50 obr.

Dn15

18 x 1,0

1968 W

114

114_b

Q=2012 W

22K/600

1200 mm

20 °C

114

114_c

Q=2012 W

22K/600

1200 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

2012 W

RTD-N_ps

6,00

Dn15

22 x 1,0

4025 W

RTD-N_ps

6,00

Dn15

RLV_p

0,75 obr.

Dn15

18 x 1,0

2012 W

86

056

056_b

Q=1454 W

22K/600

920 mm

20 °C

RTD-N_ps

5,50

Dn15

RLV_p

0,25 obr.

Dn15

18 x 1,0

1454 W

056

056_a

Q=1498 W

22K/600

920 mm

20 °C

RLV_p

0,25 obr.

Dn15

18 x 1,0

1498 W

RTD-N_ps

6,50

Dn15

-120

-120

Q=1874 W

22K/600

1200 mm

20 °C

-121

-121

Q=2465 W

22K/600

1400 mm

20 °C

RLV_p

0,50 obr.

Dn15

18 x 1,0

1874 W

RTD-N_ps

5,50

Dn15

22 x 1,0

4339 W

RTD-N_ps

N

Dn15

RLV_p

1,00 obr.

Dn15

18 x 1,0

2465 W

106

106_b

Q=1215 W

22K/600

720 mm

20 °C

RLV_p

0,25 obr.

Dn15

18 x 1,0

1215 W

RTD-N_ps

6,00

Dn15

18 x 1,0

1215 W

87

056

056_c

Q=1454 W

22K/600

920 mm

20 °C

RLV_p

0,25 obr.

Dn15

18 x 1,0

1454 W

RTD-N_ps

6,00

Dn15

115

115_b

Q=2800 W

22K/600

1600 mm

20 °C

RLV_p

1,00 obr.

Dn15

18 x 1,0

2800 W

RTD-N_ps

N

Dn15

18 x 1,0

2800 W

88

055

055

Q=2319 W

22K/600

1400 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

2319 W

RTD-N_ps

6,50

Dn15

22 x 1,0

2046 W

110

110

Q=6551 W

33K/600

2800 mm

20 °C

RLV_p

3,00 obr.

Dn20

22 x 1,0

6551 W

RTD-N_ps

N

Dn20

22 x 1,0

6551 W

054

054_a

Q=2085 W

22K/600

1200 mm

20 °C

RLV_p

0,75 obr.

Dn15

18 x 1,0

2085 W

RTD-N_ps

5,50

Dn15

115

115_c

Q=2885 W

22K/600

1800 mm

20 °C

RLV_p

1,00 obr.

Dn15

18 x 1,0

2885 W

RTD-N_ps

N

Dn15

18 x 1,0

2885 W

89

Dn 25

11936 W

ASV-I gw

3,20 obr.

Dn20

22 x 1,0

9524 W

18 x 1,0

2885 W

Dn 65

177001 W

Dn 50

94264 W

Dn 25

14267 W

22 x 1,0

7858 W

ASV-I gw

2,00 obr.

Dn20

22 x 1,0

7345 W

Dn 32

22125 W

28 x 1,5

12986 W

ASV-PV gw

13,50 kPa

Dn20

22 x 1,0

6018 W

Dn 32

35111 W

22 x 1,0

8624 W

ASV-I gw

2,50 obr.

Dn20

22 x 1,0

6093 W

Dn 40

43735 W

22 x 1,0

10681 W

ASV-I gw

3,20 obr.

Dn20

22 x 1,0

8636 W

Dn 40

54416 W

22 x 1,0

10641 W

ASV-I gw

3,20 obr.

Dn20

22 x 1,0

8855 W

Dn 50

65057 W

22 x 1,0

7774 W

ASV-I gw

2,00 obr.

Dn20

22 x 1,0

5329 W

Dn 50

72831 W

22 x 1,0

9906 W

ASV-I gw

0,50 obr.

Dn20

22 x 1,0

9906 W

Dn 50

82737 W

22 x 1,0

2793 W

ASV-I gw

1,00 obr.

Dn15

22 x 1,0

2793 W

Dn 50

91471 W

22 x 1,0

9127 W

ASV-I gw

2,85 obr.

Dn20

22 x 1,0

9127 W

Dn 50

82344 W

22 x 1,0

6639 W

ASV-I gw

3,20 obr.

Dn15

22 x 1,0

2077 W

Dn 50

75705 W

22 x 1,0

4075 W

ASV-I gw

1,50 obr.

Dn15

22 x 1,0

2508 W

Dn 50

71630 W
22 x 1,0

10771 W

ASV-I gw

3,20 obr.

Dn20

22 x 1,0

5846 W

Dn 50

60859 W

22 x 1,0

12334 W

ASV-I gw

3,20 obr.

Dn20

22 x 1,0

6470 W

Dn 40

48525 W

28 x 1,5

12879 W

ASV-I gw

3,20 obr.

Dn20

22 x 1,0

7149 W

Dn 40

35645 W

22 x 1,0

9854 W

ASV-I gw

3,20 obr.

Dn20

22 x 1,0

7055 W

Dn 32

25792 W

22 x 1,0

10779 W

ASV-I gw

3,20 obr.

Dn20

22 x 1,0

6976 W

Dn 32

15012 W 22 x 1,0

7008 W

ASV-I gw

3,20 obr.

Dn15

22 x 1,0

2669 W

Dn 25

8004 W

22 x 1,0

5119 W

ASV-I gw

0,50 obr.

Dn15

ASV-I gw

0,35 obr.

Dn15

22 x 1,0

5119 W

Dn 15

2885 W

A

Dn 65

177001 W

MEDIUM

MEDIUM

M

ZASILANIE C.O.

OZNACZENIA:

GRZEJNIK

POWRÓT C.O.

GORZÓW WLKP.MARZEC 2008

inż. RYSZARD TOŁWIŃSKI

165/79/Pw

w spec.sanit.

03-2008
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PUBLICZNE GIMNAZJUM NR 1
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